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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

MEMORANDUM REPORT

for the
Army Air Forces, Alr Technical Service Command
MEASUREMENT OF FLYING QUALITIES OF A DOUGLAS A-26B AIRPLANE
(AAF No. 41-39120)
IIT ~ STALLING CEARACTERISTICS

By 5. A. S)oberg, H. L. Crane, and H. H, Hoover
INTRODUCTION

At the request of the Army Alr Forces, Alr Technical Service
Command, flight tests have been made to determine the flying qualities
of a Douglas A-26B airplane. The results of the tests made to deter-
mine the longitudinal-gtabllity and control characteristlics have been
reported in reference 1 and the results of the lateral end directional-
gtability and conbtrol tests have becen reported in refercnce 2. This
portion of the report presents the results of tests made to deter-
mine the stalling charactoristics, the variation of maximum normal-
force coefficient with flap position, and a calibration of the service
alrspeed installation.

DESCRIPTION

Figure 1 shows a three-view drawing of he airplane and sections
of the wing and tall gurlaces. A description of the airplane and
several photographe of the airplane are glven in refercnce 1. Figure 2
presents photographs of the wing surface condition and the oil-cooler
air intake. Figure 3 is a slde-view photograph of the airplane showing
the location of' the service airspeed head. The airplene was equipped
with double-slotted f'laps, Figure 4 shows a section of the flap at
various deflections.
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INSTRUMENTATION

The instrumentation used in the investigation of stalling
characteriatics was the same as that used in the longitudinal-
stability tests described in refercnce 1. In the testes made to
determine the variation of maximum normal-force coefficient with flap
position, an electrical control-position recorder was mpunted on the
outboard tip of the left flap. The airspeed was measured with a
shielded total head and a gwiveling static hcad which was mounted
1 chord length shead of and slightly below the right-wing tip. The
static pressure was corrected for position error for all flap
settings both power on and engines idling by means of a trailing
static bomb. For one flight tufts were fastened to the upper surface
of the wing. The tul'te were photographed from an airplane flown in
formation with the A-26B alrplane as it was stalled.

Correct amervice indicated airspeed as used in this report is

defined by the formula Vi = 45.08 f_n/q, where Vi is in miles
per hour, f, is the compressibility factor at sea level, and q,
ig the diiference between total pressure and static pressure in
inches of water corrected for position error.

STALIING CHARACTERISTICS

Straight Flight

The straight-flight stalling characterisgtlcs were investigated
in the rated power-clean, cruising, gliding, approach, landing, wave-
off, and take-off conditions. The stalls were male by gradually
reducing the airspecd while attempting to hold straight flight.
Figures 5 through 8 are time histories of stalls in the rated power-~
clean, gliding, landing, and wave-off conditions. Figures 29, 10,
and 11 are tuft studies ghowing the stall progression over the wing
in the gliding and landing conditions, and in the flaps-up condition
with one propeller feathered and the other engine delivering rated
power. The reason for including a tuft study with one propeller
FTeathered was to make possible a comparison with wind-tunnel studies
of stalling over the lip of the wing duct which were made with pro-
pellers removed., Tuft studies were not made with power on, because
the A-26B airplane climbed away from the observing alrplane in the
stall approaches.
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The straight-flight stalling characteristics, which satisfied
- the requirements of reference 3, may be summarized as follows:
1. In all conditions thore was adequate stall warniﬁg in the
form of buifeting and except in thoe wave-off condltion a marked
increase in pull force and rearward movement of the control column.

2. The tuft studics (figs. 9, 10 and 11) show that root stall
occurred. The roout gtall decreased the downwash at the tail and
thus accounted for the increase in pull forces and up-elsvator
deflcetions roguired at the stall. A promature breakdown of flow
over the right-wing duct lips was noted in the gliding condition,
but this flow breakdown did not occur with the Tlaps down and
probably would not occur with power on.

3. With engines idling, flaps up or down a pitching oscillation
occurred at tiae stall. Filzure 9 chowvs the atall pattern for the
flaps-up, c¢ngines idling condition to be symmetrical., Because of
the symmctrical stall pattern no abruph rolling motions occurred.
Recovory frem the pitchaing oscillation could be prompuly eflfcctced by
application of down clevator.

4. With nower on the airplane rolled, usually to the lcf't, at
the stall. The rolling motion could be controlled and recovery
could be macde by deflecting the clcvalor downward.

™rning Flight
S o

The stalling characteristics in turning flight were inves-
tigated in the rated power-clsan condibion. In thesc tests the
airplane was tvrimmed at the maximum sreed for lsvel flight and con-
gtant acceleration turns were rade as the airspced was gradually
reduced to the stall warning., Figurc 12 is a time history of a
tynical left turm in which this procddure was followed.

Good gtall warning was agein vrescent in the form of huffeting,
and rcecovery could bc made by moving the clevator down.

_--_I-I
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- VARTATION OF MAXTMUM NORMAL-FORCE COEFFICIENT.

WITH FLAP POSITION

Stalls were made in stralght flight both with engines idling
and with rated power with varlous {lap settings to determine
the variation of maximum normal-force coefficient with flap position.
The pilot set the flaps at 0, 1/2, %/4, 7/8, and full deflection
using the cockplt indicator. An electrical control-position
recorder attached to the outhoard tip of the left flap measured
the actual flap angles. The alrplane normal-force coefficlents were
obtained from the formula

Wn

where ‘W 1s the airplanz vweight in pounde, n 1is the normal
acceleration in "g" owvnits, S 1is the wing area in sguare feet,

and ¢, 1s the difference between the measured total and static
presgures in inches of water corrected for position error. Account
hag heen taken o1 the change In weigh®t of the airplane during Flight.

The maximum normal-Torce coefficients were taken befure any
abrupt pitching or rolling motions occurred. With the power oiT,
the airplane performed a mild pitlching oscillation which in some
cases tended te increase in amplitude as the stall progressed.
The meximum normal-Corce cceificient was taken early in the
oscillation. Occagionally greater normal-fcrce coefficlents were
obtained as the oscillation increaged in amplitnde, apparently
becauge of the rapid changse in angie of attack duringz the
oscillation. These values were not maintained long enocugh to be
congidered as usablc maximum ncrmal-Torces coefficients.

Table I presents the weighta, center-of-gravity vosilions, and
flap and landing-gear positions corresponding to the maximum noxrmal-
force coefficients obtained. Figure 13 shows the variation of meaxi-
mvn normal-lforce coefficient with flap angle with the engines idling
and also with rated pover.




L=

~

MR No. L5AO4a ’ S

With engines idling the average values of maximum normal-
force coefilcient obtained from several stalls were 1.32 with the
flaps retracted and 1.94 with the flaps fully extended.

In meking any comparison of the maximum normal-force coeffi-
clents obtalned in Tlight with maximum lift coefficients obtained
in wind tunnels it is necessary to use wind-tunnel values in which
the model was trimned and to make a correction for the difrerence
between 1lifTt coefficient and normal-force coefficient.

CALIBRATION OF SERVICE ATRSPEED INSTALLATION

On one flight the pilot used a sengitive alrspeed meter
connected to the service airapced installation. * By comparing the
airepeeds recorded on the pilot's notes with thosc obtained from
the IIACA recorder, which was counected to the swiveling static head
and the shielded total hsud, a calibration of tho service airspeed
installation was obtoined. Figure 14 is a plot of the error in the
service alrspeed installation aguinset service indicatud ailrspecd.

In the yrevaration of this figure account has been taken of the scale
errolr of the particular moter used. Corrections were applied to the
airspeeds Irou the NACA recorder for position error and for the effect
of compressibility aht sea level. Duta were used only from runs in
which the sideslip angle was less than 1°. The airspeed indicated

by the service airspeed installation was approximately 10 miles por
hour low at 3N0 miles per hour and the error incrsascd with gpeed.

Figure 15 illustrates the large error in indicated airspeed
due to sideslip at low epeeds. AL 140 miles per hour in the landing
condition the service alrspeed indicator read approximately 25 miles
per hour high when the angle of =ideslip was 12°. This error would
probably be considerably reduced 1f the pitot-static head were mounted
ahead of the wing tip insteady of on the vertical tail. The pilot
consideved the sensitivity ol the airspeed gystem to yaw obJectionable
egpecially during landings.

CONCLUSIONS

1. The A-26B airplane had good stalling characteristics in all
conditions tested in both straight and turning flight. Good stall
warning wag always present in the form of buffeting and, except in
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the wave-off condition, a marked iIncrease in pull force and rearward
movement of' the control column., Recovery from the stall could always
be made by normal use of the controls.

2. The average maximum normal-fovce coefficients obtaincd with
engines idling were 1.32 with flaps up and 1.94 with flaps [full down.

langley Memorial Aeronauttical Laboratory
National Advisory Comuittec for Acronautice
langley Fleld, Va., January 4, 1945
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TABLE I
RATED POWER
CN Weight |Center-of -|Gear |Flaps| Cowl 0il-
max gravity flaps| coolzr
position door
(percent)
1.76 {29,800 23 Up | Up |Closcd|One-half
open
1.77 | 29,600 3z Up | Up |Closed|One-halfl
onen
1.74 [ 29,400 32 Up | Up Open Do.
2.32 | 29,450 30 Down|18.5°|Closed| Do.
2.35 | 29,300 30 -do~-|{17° Open Do.
2.19 127,500 ?3.5 |-d0-|16° |--do--| Do.
2.34 | 29,250 30 |-do-|24.5%| --do--  Do.
2.75 {29,150 30 L -do-|34° | --do--| Do.
2,79 129,050 o0 !—do— 43,5°} ~-do~--{ Do.
2.96 127,850 25.5 |~do-|50¢ |--do--| Do.
2.84¢ | 29,100 21 ~do-[50° |--do--| Do.
2.94 {28,600 30 -d0-]50° |--do--| Do.
3,04 | 28,950/ 30 -d0-{50° | --do--| Do.
POWER OFF
1.32 | 28,100 27.5 Up | Up |Closed|One-hall
! open
1.31 | 29,500 23 Up | Up [Clesed|One-half
! open
1.36 29,300] 32 Up | Up |[Onc- |One-half
| half open
| open 1
1.35 129,800 32 Up | Up Clcsed Do.
1.33 | 29,450 32 Up | Up |--do--| Do.
1.52 {29,350 30 Down{17® |--do--| Do.
1.63 | 29,200 30 ~do~|24.5°) ~-do--| Do.
1.72 129,100 30 ~-do~{34° |--do--| Do.
1.86 | 29,000 30 -do -{4%.5°| --do-~|{ Do.
1.99 | 28,400 30 ~do-|509 |--do~--| Do.
1.94 | 29,500 30 -do-|50° |--do--| lDo.
1.86 | 28,950 30 ~d0-{50° |--do--! Do.
1

Indicate flight in wvhich wing was covered with tults.



MR No. L5A04a

—

! 3
oy
oz
~3
' 273" o X .
oy ¥
™ l:‘,j %
M Ac- ‘
'\\SWIVEL/NG STATIC MAC 975;4
AIRSPEED HEAD VAW VANE
70-0"
—10%35" TAIL DIHEDRAL
44" DIHEDRAL

)

\_t NATIONAL ADVISORY
“ CoMM

L— l6o.36 ——' ITTEE FOR AERONAUTICS

fa) Three view drawing of Douglas A-26B alirplane.

Figure 1.

e




MR No.

370~

fe————— 2851

Tralling edge
angle 9°

Section vertical tail 49 inches from tip
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Section of horizontal taill 76:5 inches from airplane center line
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COMMITTEE FOR AERONAUTICS

l
|

68.3"

Trailing edge
angle 9°

Wing section 352 inches from alrplane center line

{b) Sections through vertical tail, horiszontal tail, and
wing at aileron. Douglas A-26B alirplane.

Figure 1.- Concluded.
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(a) Leading edge at oil-cooler duct.

Figure 2.- Photographs showing surface condition of Douglas A-26B wing.
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(b) Top surface inboard of nacelle.

Figure 2.- Continued.
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Figure 3.- Side view of Douglas A-26B airplane showing service airspeed head.
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Figure 4.- Section through flap at various deflecticns.
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Frgure 5.- Time hlstory of a stall ln the rated-power clean condition (flaps up,
landing gear up, cowl flaps closed, oll cooler one-half open, 41.5 in. Hg. at

2400 rpm,

c.g. at 23 percent M A C )}, Douglas A-26F airplane.
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Figure €.- Time history of a stall in the gliding conditlon (flaps up, landing gear
up, cowl flaps closed, oll cooler one-half open, engines idllng, c.g. at 23 per-
cent M A C ), Douglas A-PEP airplane
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Figure 7.- Time history of a stall i1n the landlng condition (flaps down, landing
gear down, cowl flaps open, o1l cooler one-half open, engines ldling, ¢ g at
23 nercent M A C ) Douglas A-26B alirplane.
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Figure 8.- Time history of a stall in the wave-off condition (41 5 ln. Hg. at 2400
rpm, flaps down, landing gear down, cowl flaps open, oll cooler one-halfl open,
c.g. at 23 percent M A C ), Douglas A-26B airplane.



MR No. L5A04a

L

\\‘\

I””

BN

5 NANNY

£Edge of, ,o[ctur;\

NATIONAL ADVISORY
COMMITTEE FOR AERONAUTICS

NN Turbulent
B Stalled

Figure 9.~ Diagrams of stall progression in the gliding condition
engines 1dling, flaps and landing gear up, cowl flaps closed,
01l cooler one-half open), Douglas A-26B airplane.
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Left wing between nacelle and fuselage and
right wing inboard flap not visible tThroughout run.
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Figure 10.- Diagrams of stall progression in the landing condition
(engines 1dling, flaps and landing gear down, cowl flaps closed,
01l cooler one-half open), Douglas A-26B airplane,
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Pigure 11.- Diagrams of stall progression with left propeller
feathered, right engine delivering normal rated power, flaps
and landing gear up, oil cooler one-half open), Douglas

A=-26B airplane.



Figure 12.- Time histcry of a wind-up turn to the stall in the rated
power, clean condition (41.5 in. Hg. at 2400 rpm, flaps up, landing
gear up, cowl flaps closed, o1l cooler one-half open), c.g. at
23 percent K.A.C., Douglas A-26B alrplane.
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pouglas A-26B airplane.

Figure 13.- Variation of

with flap position.
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